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Functions 


Offset minute and hour hands 
with power reserve above the barrel. 














Case 


Platinum 
Diameter 41mm 
Thickness 15,95mm 

ater-resistant 30m 
Sapphire caseback & bezel 
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Launched in 2010 























idi A E تسس بلح‎ in ÈT A Ši ۱ 
X a | A ۳ LL u : 2 9 "OWN C 7 اسا‎ 
* A Cm AS En Lr غ‎ s s کچ‎ a An فص‎ mm Nh T di 


7 


" wm Led — 7 y EN E E. 2 , i | 
= مار‎ # p p Fa ot F- ا‎ oum فسات راس‎ EU on SER = A and = ak. > y” 
> ي‎ a = Ts Fa £ ù T NN Pp “Es, کے‎ aa EN idi. =? e. = x E ظا تر‎ F 4 eas مس‎ a لت‎ " ML ye 


Bas ER wma m Me. Je A. SS AR cee. OW A F Y ا‎ ur e -— ہیک‎ Y ےچ‎ 

EX. سب‎ Jah JZ J کک‎ oe بت قوس اقب لي‎ á Cu Wo €T ELS "T 

E M — ELA © A oo AB De al rd i : E هر‎ El له ګګ لت‎ 

In LS mue. مکو‎ A A EM > ES Fu تہ‎ nie Lo F ES 1e Ale. E — Y E + T rs == = 

= JA ار‎ E رت‎ HA A = ^" ACD. T ا‎ X = Lai. e لا میټ‎ 5 PS A E Æ ب‎ j Er ۸ ٢ اسا سا‎ 
LI E. ٩ y a a 2 ۹ پخ‎ ۴ 4 mee 


Y E, 
2 


z E جا‎ ¿Td ان‎ = = A A ہہ‎ 





B E. fi ۳ A + 4,3 ,2^ ۳ ٦ M = x A 


PEA FE شا سر‎ C. + a =| OR پخ‎ ee Se x Se Pow E جک کی‎ a 


= sd ae m SR os So ab J څيه‎ I [e u cha X d ZO S» سا‎ u ¿as a Aa = 
ge = {De de o a حا‎ ia Ie cUm AA e : P لب‎ = + ah E A A و‎ Fr "Rs = - = 
Ena TM. € Ju Ss om KORR Ape co c -= a O a. Nu om x pg بر‎ XD PE n 


’ 7 - in 


itm o و‎ Jh iis A WW. — W eS bs - adh e A. c 0A P X Abs Fm. A LE. Sl. A a رک یہہ جات کے‎ = 


E ar A LE es a A x Eh. AS S CO cw TET C o = A & d -C 3 MS. نل >ھ‎ A ظا‎ E e a 


` چک 


a 
rih ۱ ¿dh A اس — 1 5 اھ سا‎ ES > ہے ہد‎ P? WM E ا‎ FE سے سیا الد نر ام‎ À E اب‎ E = | l 








Each Breguet “Tradition watch has a unique serial number 
which is found both on the dial and case back, then recorded 


in the company archives. 





For added visibility of the tourbillon cage and fusee 
mechanism the case is kept low and a high box crystal is 
used into which the toubillon bridge and dial rise. 








Movement calibre 569 
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The compression case back removed. The 
design styling follows that of early Breguet 
but the colours are representative of modern 
horology. Mixing anthracite coloured bridges 
and main-plate surface finishes, with rhodium 
treated wheels and titanium cage and balance. 
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The bezel with box-sapphire removed 


showing the high cage bridge, dial and 


hands. 


The large, dial size tourbillon cage 
mirroring the dial. Made from 
titanium with silicon balance spring. 
(The Breguet overcoil is made in 
silicon in three parts, the lower and 
upper spring joined by a small plate). 











The steel arrow on the upper barrel ring 
pointing to the small rectangular dial 
indicates the level of the power reserve. 














The movement removed from the case 
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Inclined view of the movement free 
from the case which illustrates the 
volume of the calibre and the height 
of the bridges. 



























































Led) Gent 


The engine turned dial prior to being 


associated to the case and having the 


archive number added. 
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The dial removed showing the motion-work upon 
which the hands are driven. 








The toubillon bridge removed. 

















The small lever shown below the fixed wheel in white 
rhodium is a security measure for the cage in case 
of a severe impact, preventing the cage from moving 
upwards. Once the tourbillon is assembled the lever sits 
on the pin. The first image shows the lever moved to the 
left, the position needed to remove the tourbillon. 


The cage tourbillon and dial removed wit 
tension still on the fusee from the barrel. 








The fixed wheel which sits on the main-plate below the 
tourbillon, its teeth mesh with the escape wheel pinion 
driving the escapement and balance. The power driving 
the actual tourbillon comes from a wheel that enters the 
fixed wheel (through the cut out) driving the pinion found 
at the bottom of the tourbillon cage on the lower axe. 











The tourbillon removed from the movement 
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An exploded view 
of the tourbillon cage. 






































The movement sitting on a movement holder, dial down. 
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The setting/winding bridge removed, 
showing the hidden gears underneath. 


The setting/winding bridge with the 
winding pinion still screwed in place. 











All upper bridges removed, with no 
tension remaining on the fusee. 





The fusee and barrel bridge which also acts as the 
support for the motion work and the dial, including 
part of the power reserve mechanism. 





An exploded view of the barrel bridge assembly. 
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The fusee chain. 





The dismantled fusee. 


Summary 


Although leaning to a very classical design 
aesthetic, the execution is modern and is 
possibly reflective of what A.-L.Breguet 
himself may have made today. Respecting 
his original design codes of pragmatic 
design and symmetry, but executed using 
modern materials such as titanium, silicon 


and sapphire to an effective result. 




















www.thenakedwatchmaker.com 


